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NOTES:

. USE THE FOLLOWING JLAB SPECIFICATIONS

FABRICATION OF ULTRA HIGH VACUUM EQUIPMENT :
CLEANING AND HANDLING OF U.H.V. COMPONENTS:

WELDING SPECIFICATION FOR U.H.V.

HEL ITUM LEAK TEST FOR U.H.V. COMPONENTS:

COMPONENTS::

122631-S-001
#22632-S-001
#22633-S-001
#22634-S-001
#91790-200

. PROTECT FLANGE FACE DURING AND AFTER PROCESSING WITH

SUITABLE PLASTIC CAP. DAMAGE TO KNIFE EDGE |S UNACCEPTABLE.

. ORIENT CERAMIC (ITEM 10 OR 16)

TO LEAK CHECK GROOVE IN FLANGE (ITEM 1).

INSTALL AFT END SUB-ASSEMBLY (ITEMS 4,6,7.9,11,12 AND 13) SUCH
THAT 2 ROLLERS ARE ORIENTATED BELOW THE HORIZONTAL CENTERLINE.

SUCH THAT KEYWAY IS 90 DEGREES

16

SCT DRAWING
85831 QBS AA

INVERTED CERAMIC

VARIOUS

19

JLO06B968Y

T-SHAPED ELECTRODE

14

-C COMPONENTS
1012-A

HSH CAP SCREW, #10-32 X .75 LG |18-8 STAINLESS STEEL

VENTED

SILVER PLATED

13

COMPONENTS

HSH SET SCREW, #4-40 X 31 LG 18-8 STAINLESS STEEL

VENTED

SILVER PLATED

12

-C
-405-A
-C COMPONENTS

U
C
U
T
U
FA-204-A

FLAT HEAD SCREW, #2-56 X .25 LG |18-8 STAINLESS STEEL

VENTED

SILVER PLATED

1

WIRE, .015 DIA X .25 LG

STAINLESS STEEL
TYPE 316L

10

SCT DRAWING
85703 QBS AA

INVERTED CERAMIC

VARIOUS

32709-B-0219

PUCK RETAINER ROLLER

32708-B-0224

EMITTER CENTERING RING

ACC-200-3000-0317

PUCK RETAINER ROLLER PIN

32709-C-0221

PUCK RETAINER ROLLER SPRING

ACC-200-3000-0315

H.V. CHAMBER ELECTRODE KEY

ACC-200-3000-0314

HV. ELECTRODE AFT END

ACC-200-3000-0313

H.V. CHAMBER RING HOLDER

1

2

ACC-200-3000-0312

H.V. CHAMBER ELECTRODE

1

1
ITEM

ACC-200-3000-0311

H.V. STALK FLANGE
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NOTES

-02
ASSY

-01
ASSY

PARTS LIST

EACH SHEET OF A MULTI-SHEET DRAWING SHALL ALWAYS CARRY THE SAME REVISION LEVEL

DOCUMENT CONTROL STAMP

MATERIAL

AS NOTED

DIM & TOL PER ASME Y145 .
UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN INCHES
TOLERANCES ARE:
FRACTIONS DECIMAL ANGLES
t X ot + 50°
XX 2 .01
XXX ¢ .005

TRACKING NO.
N/A
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DEBURR & BREAK ALL SHARP EDGES
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